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TG3100E
Broadcast Control Panel 

Features and Benefits

• Three start mode: auto, manual and contact input
• Support multiple audio inputs, such as emergency

broadcast, U disk, MIC, external line 1, external line 2
• Provide MP3 and WMA formats Supports 10-level

cascaded power amplifiers
• Large reserved space for broadcast sound, and

broadcast sound can be synthesized and imported
• Automatically detect U disk and MIC
• LED for emergency broadcast
• Black and white 128×64 LCD, displaying 32

characters.

Overview

The TG3100E broadcast control panel is a newly designed solution that thoroughly addresses the needs
of the fire protection market. Built upon years of fire protection engineering experience, it complies with
the national standard GB 16806-2006 Fire Linkage Control System and its No. 1 Amendment.
Featuring a box-type structure and modular design, the TG3100E offers powerful functionality, high
reliability, and flexible configuration. It incorporates a 128×64 dot-matrix liquid crystal display with a fully
English operational and display interface.

Technical Specification

Executive standard GB16806-2006(containingModificationNo.1)
Rated Voltage    24VDC（20VDC~28V）
Working Current ≤500mA,StandbyCurrent<100mA
MP3 Bit Rate   supportingupto320kpbs
Audio Output  ＜0dB
External Line 1 Input  -10dB,InputImpedance≥47KΩ
External Line 2 Input  ＜0dB

Maximum Total Recording Time          9-hour length recording, saving for almost 10years,
Maximum Number of Recording and over writing 100,000 times
Segments Maximum Supported          999 segments
Partitions                                                  210 areas
Communication Mode                         RS485
Dimensions                                              483x140x133
Weight                                                     2.8Kg
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