For Better Protection

Overview

The TG3300E Series Power Amplifier is a crucial component of the emergency broadcast system,
including models TG3300E (150W), TG3301E (300W), and TG3302E (500W). This new-generation power
amplifier is designed in compliance with the national standard GB 16806-2006 Automatic Control
System for Fire Protection (including Modification No. 1). It works seamlessly with the TG3100E Broadcast

TG3300E

Features and Benefits

Power Amplifier

+ Self-check function.

+ Auto/Manual mode.

« .Automatic switching between main power and
standby power.

» Fault uploading functionality.
» Overheat protection.

* Provides 24V DC offset for local audio output line

and line-checking module.

Conftrol Panel and loudspeakers to facilitate emergency broadcasting.

Technical Specification

Power Supply

Local Address

Input Impedance
Input Level

Constant Voltage Output
Frequency Response
Harmonic Distortion
Noise Level
Executive Standard
Dimensions

Weight

Temperature
Relative Humidity

Main Power AC220V (187V242V) 50Hz
Backup Power AC220V (187V242V) 50Hz

Channels: 1~10 (binary code, non-repeatable code)

10K

775mV

120V

80Hz~8KHz (70V~145V)/
<5%

37/mV

GB 16806-2006 Fire Linkage Control System and Amendment No. 1

483mm x 142mm x 44mm
2kg

0°C to +40°C

<95%, non-condensing

E E TANDA UK Limited
4th Floor 30-31 Furnival Street, London, EC4A 1JQ,

F United Kingdom

T+44 845116 2924
E Email: info@tandauk.com

Web.: www.tandauk.com

TANDAUKLTD | DATASHEET

Copyright © The information contained within these data sheets remains
the property of TANDA UK LTD. and is not to be altered or reproduced
without written permission. TANDA reserves the right to change any

specification without giving prior notice.


mailto:info@tandauk.com
http://www.tandauk.com/

	Slide 1: TG3300E  Power Amplifier

